
 
Output signal cable COSxx-A 

 

SENIS AG 

Neuhofstrasse 5a,  6340 Baar, Switzerland 

web : www.senis.ch ; email: transducers@senis.ch 

phone: +41 (44) 508 7029;  fax: +41 (43) 205 2638 

North American distributor: GMW Associates 

955 Industrial Road, San Carlos, CA 94070, USA 

web: www.gmw.com ; email: sales@gmw.com 

phone: +1 (650) 802 8292;  fax: +1 (650) 802 8298 

Asian distributor: IMS co. Ltd. 

522-3 Kitano-cho, Hachiouji-shi, Tokyo, Japan  

192-0906 ; email: Info@ims-jp.com 

phone +81 (42) 643 6261; fax +81 (42) 643 0280 

Rev.08, 

May 2014 

Page 1/1 

 

 

 

 

 

 

 

 

                                              

 

 

 

 
 The connector body is connected to cable shield. 

 The wires at the end of the cable are soldered about 10mm. 

 Cable shield is connected to ground. 

 

Connector R605 (front side view) output signals layout: 

  

Pin Nr. Signal Wire colour 

1 VOUT- RED 

2 VOUT+ YELLOW 

- SHIELD BLACK 

 

 

 

 

 

 

 
Radial R605 signal output connector (differential with shield) 

 

Connector R605 

x.x  ± 0.15 m 

55 mm 

~100 mm 

Label 

Banana 

plugs 

Cable Alpha Wire 20 x 2 x 0.12 mm
2
  

 

V- (1) V+(2) 

V+ 

 SHIELD 


